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Functioning Push button

Cover material Carbon steel

Base material Aluminium

Net weight 8 kg 

Supply voltage 220/240 V – 110/130 V

Main frequency 50/60 Hz

Absorption motor/n° revolutions  250W/5.500rev./min

Heating element H/HT/HT   2000W/750W/1000W

Overall power absorption H/HT/HT  2250W/1000W/1250W

Air speed at revolving nozzle 105 km/h

Air flow  4,3 m3/min.

Noise level at 3 mt 63,9 dBA

Ingress protection level  IP21

Electrical protection level  Class I (UL) – Class II (TUV)

Quality marks  TUV - CE - UL 

Test certificate 
Every dryer is supplied 
with test certificate

Tested quality

Te c h n i c a l  D e t a i l s

Fumagalli Componenti reserves the right to modify the products without notice. Reproduction of photos and/or logos without authorisation 
is illegal and strictly prohibited. 

Made in Italy
Italian design 
and technology

D i m e n s i o n s

 

360° revolving 
nozzle with 
thermal 
protection and 
reinforced hose

Coin box 
To offer a paying 
service

Height adjuster 
To adapt 
the height 
to each user

Temperature
Constant temperature 

Thief and Vandal-proof 
Thanks to special screws 
and to the compact and 
sturdy structure

A c c e s s o r i e s

9000H (b)

Carbon steel, 
white-glazed, 
push button, 
timer 90 sec.

9000H (a)

Carbon steel, 
black-glazed, 
push button, 
timer 90 sec.

9000HT (b)

Carbon steel, 
white-glazed, 
push button, with hose, 
timer 90 sec.

9000HT (a)

Carbon steel, 
black-glazed, 
push button, with hose, 
timer 90 sec.
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HAIR DRYERS FOR SPORT CENTRES

Certified Quality System 
UNI-EN-ISO 9001:2000

TECHNIFLOW 
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